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Designations, Load and Speed Index

Tire rotation direction

Tire section width(mm)

Refer to the Speed Symbols and Load capitalize Index tables below

Tire series: 80
Tire size ratio x100 = 0.8x100

Internal diameter in 
inches corresponding 
to the rim diameter

Radial construction

Tubeless Tire

Number of Play Rating
Bigger Ply Rating=Bigger load capacity

Tire can be regrooved

Pattern 
name

154: load carrying capacity index for single Tire
150: load carrying capacity index for dual Tire
M : Speed symbol

Before fitting, it is
essential to check the
different markings to
ensure that the tires
meet the maximum
load and speed 
requirements.

SS MPH
B 31
C 37
D 40
E 43
F 50
G 56
J 62
K 68
L 75
M 81
N 87
P 93
Q 199
R 106

LI LBS LI LBS LI LBS
115 2,680 136 4,940 157 9,090
116 2,755 137 5,070 158 9,370
117 2,835 138 5,205 159 9,650
118 2,910 139 5,355 160 9,920
119 3,000 140 5,510 161 10,200
120 3,085 141 5,675 162 10,500
121 3,195 142 5,840 163 10,700
122 3,305 143 6,005 164 11,000
123 3,415 144 6,175 165 11,400
124 3,525 145 9,395 166 11,700
125 3,640 146 6,610 167 12,000
126 3,750 147 6,780 168 12,300
127 3,860 148 6,940 169 12,800
128 3,970 149 7,160 170 13,200
129 4,080 150 7,390 171 13,600
130 4,190 151 7,160 172 13,900
131 4,300 152 7,390 173 14,300
132 4,410 153 8,050 174 14,800
133 4,540 154 8,270 175 15,200
134 4,675 155 8,540 176 15,700
135 4,805 156 8,820 177 16,100

Speed Symbols Load capitalize Index
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